
HIGH PERFORMANCE AIR & MOISTURE BARRIERS

DELTA®-VENT SA KEY MESSAGES FOR 
APPLICATOR CURRENTLY USING  
BITUMEN SHEET OR SPRAY

Current methods of weather protection – bitumen and sprays, for 
example – are not only compromising the performance of your 
buildings, they’re also wasting time and resources in the process.   

	 •	� Bitumen sheets are heavy, making it more burdensome to apply; the extra force 
needed to manipulate and apply it can result in poor application, compromising the 
continuity of the air barrier and wasting product

	 •	� Consistency is hard to achieve with sprays, meaning you may leave an area 
undercoated and susceptible to moisture issues, or overcoated, wasting resources 
and reducing vapor permeability

	 •	� Sprays require special safety equipment; plus, not only do you have to wait around 
for them to dry before you can continue to build, but you have to wait for ideal wind, 
rain, and overall weather conditions

	 •	� Sprays also don’t hold up as well over the life of the building and don’t seal around 
fastener penetrations

Self-adhesive WRB and air barriers are the most effective and 
efficient way to protect commercial buildings from the elements.  

	 •	 Fully adhered barriers mean buildings are water tight, air tight, and weather tight

	 •	� Because of the self-adhesive properties of premium barriers, applicators are better 
able to ensure the right installation every time, with less time and fewer resources 
used in the process

	 •	� This level of complete protection not only helps with occupant satisfaction and 
comfort, but also fewer building issues and call-backs
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The complete DELTA®-VENT SA system is designed with 
application in mind to ease the process and reduce time  
on the job. 

	 •	� With DELTA®-VENT SA, there is no additional equipment or protection required  
for application 

	 •	� Fully adhered from back to edge, DELTA®-VENT SA allows for simple, straightforward 
application without any fasteners needed

	 •	� The DELTA®-VENT SA system is the only self-adhering WRB and air barrier with the 
security of a self-adhesive edge lap – which provides a 100% sealed edge, and makes 
it easier to apply succeeding rows

	 •	� DELTA®-VENT SA is also lightweight, tear-resistant, and tough enough to stand up to 
the demands of the worksite

DELTA® is the only manufacturer that offers a complete line of 
application accessories for simple and reliable installation.  

	 •	� The accessories of the DELTA®-VENT SA system make it easy for applicators to trim and 
protect every edge for the best fit and tightness, especially around windows

	 •	� Having the complete, manufacturer-designed system takes any complexities, 
challenges or inconsistencies out of the process for better application and overall 
performance

	 •	� The DELTA®-VENT SA system includes DELTA®-FAS CORNER, DELTA®-MULTIBAND, 
DELTA®-FLEXX BAND, and DELTA®-FLASHING
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Making the switch from bitumen or sprays can be seamless with 
the complete support of DELTA® products.  

	 •	� DELTA® provides very clear and comprehensive installation materials, videos,  
and technical manuals – the best in the industry – making installation easier, faster,  
and more reliable

	 •	� DELTA®-VENT SA has all the credentials you need, as it exceeds the toughest 
requirements of the Air Barrier Association of America (ABAA), and meets the 
requirements of ICC AC 38 (US code requirements, relevant for International 
Building Code (IBC) and International Residential Code (IRC)) based on the results 
of ASTM E2357 - 11 Standard Test Method for Determining Air Leakage of Air Barrier 
Assemblies


