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MATERIAL
Highly tear-resistant polyester substrate with a special, highly 
UV-stabilized acrylic coating.

PROPERTIES
DELTA®-FASSADE S, highly stabilized against damage from UV 
exposure, is designed for use in cladding systems that have 
open joints of up to 2” (50 mm) wide which expose up to 40 % 
of the entire facade surface. It acts as a durable drainage plane, 
channeling bulk (liquid) water from wind-driven rain and snow 
to the outside of the structure. The watertight membrane helps 
protect the building enclosure from damaging effects of moisture 
infiltration. Its high vapor permeability allows moisture within the 
cavity to escape swiftly. DELTA®-FASSADE S is very light-weight and 
tear-resistant. This membrane withstands the rigors of jobsites, as 
well as tough wind and weather.

APPLICATION
DELTA®-FASSADE S is installed outboard of the sheathing prior to 
the application of the final cladding system. Do not use sealants, 
flashings, products or chemicals that contain surfactants on 
DELTA® water-resistive and air barrier membranes because they 
can adversely affect the water hold-out properties of any PP 
spunbond-based water-resistive barrier.  Such products may 
include asphaltic materials, various chemicals, acid-based silicones, 
cleaning compounds, and certain formulations of liquid flashings, 
e.g. specific STP-based materials.  Always confirm compatibility 
with the manufacturer’s published technical data sheets and with 
the manufacturer’s technical department. DELTA® Accessories 
complete a UV resistant WRB system. 
DELTA®-FASSADE S is also available in the PLUS version with a self-
adhesive edge.

Product name DELTA®-FASSADE S

Color black

Material PET substrate with UV stable 
acrylic coating

Water vapor trans-
mission

1414.6 g/m²/24 h ASTM E96-05, Proc. A

2247.4 g/m²/24 h ASTM E96-05, Proc. B

Vapor 
permeance

204 perms 
[grains/h/ft²/in Hg]

ASTM E96-05, Proc. A

328 perms
[grains/h/ft²/in Hg]

ASTM E96-05, Proc. B

Dry tensile strength MD 47.4 lbs/in ASTM D882-02

CD 28.7 lbs/in

Elongation at break MD 40% ASTM D882-02

CD 45%

Tear resistance MD 1916 g ASTM D1922-06a

CD 2564 g

Fastener pull-
through force

211.3 N ASTM D3462-03

Water penetration 
resistance (Water 
Ponding Test)

Pass (> 10 min.)
Meets requirements of AC38 for 
Grade D water-resistive barrier

ICC AC38, 4.2.2, June 
2011
(CCMC MF07102, 
Section 6.4.5) 

Water penetration 
resistance

103.8 cm CAN/CGSB-4.2 #26.3-
95

Water impact pene-
tration resistance

no water passing AATCC 42-2000

Bent test Pass (no cracking) ICC AC 38, 3.3.3

Pliability Pass (no cracking) CAN/CGSB-51.32-M77 
§ 5.2

Flame Spread 10 ASTM E84-09

NFPA Class A; IBC Class A

Smoke 
developed

145 ASTM E84-09

NFPA Class A; IBC Class A

Air permeance 0.9 l/(s x m²) @ 75 Pa ASTM E2178

Temperature range  -40 °F to +176 °F
(-40 °C to +80 °C)

Roll weight approx. 44 lb  (20 kg)

Roll length 164 ft  (50 m)

Roll width 4’ 11” ft  (1.5 m)

Maximum UV (sun-
light) exposure

Always cover as soon as possible. 
Maximum exposure 30 weeks 
(prior to installation of cladding).

Service life expec-
tancy

> 25 years, if installed behind 
cladding systems that have open 
joints of up to 2” (50 mm) width 
which expose no more than 40% 
of entire façade surface

DELTA® Accessories DELTA®-FASSADE TAPE 
2 1/2” x 65’ 7” (10 / box)
DELTA®-FASSADE FLASHING 4” x 
65’ 7” (6 / box)
DELTA®-FASSADE FLASHING 9” X 
65’ 7” (2 / box)
DELTA®-TILAXX sealant

Working 
temperature from 
40 °F to 104 °F 
(+5 °C to 40 °C) 

TECHNICAL DATA SHEET 

DELTA®-FASSADE S / PLUS
Water-resistive Barrier for Façade Systems with Open Joint 
Claddings. 

DELTA® products support sustainable and energy-efficient 
building practices, including efforts toward achieving 
LEED® certification (LEED® for New Construction & Major 
Renovations, LEED® for Core and Shell, LEED® for Existing 
Buildings and LEED® for Homes).
For technical support, call our technical support team at 
1-888-4DELTA4 (1-888-433-5824) extension 326, or visit 
www.dorken.com.

ICC ESR-2932 DELTA® Water-resistive Barriers 

http://www.dorken.com
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UV-resistant Water-resistive Barriers for Open Joint 
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DELTA®-FASSADE S PLUS has a self-adhesive edge.

Performance Criteria Requirement Dörken Systems Inc. 
DELTA®-FASSADE S

VaproShield® 
RevealShield IT

Carlisle               
CCW-705 RS

Water vapor transmission (ASTM E96-05, Proc. A)
1414.6 g/m²/24 h 3416 ng/Pa•s•m² N/A

Water vapor transmission (ASTM E96-05, Proc. B)
2274.4 g/m²/24 h 5584 ng/Pa•s•m² N/A

Vapor permeance (ASTM E96-05, Proc. A)
Min 10 perms (per IBC) 204 perms 59.7 perms 55.2 perms

Vapor permeance (ASTM E96-05, Proc. B) 328 perms 97.6 perms 79 perms

Fastener pull-through force (ASTM D3462-03) 211.3 N N/A N/A

Flame spread (ASTM E84-09) <25 10 10 0

Smoke developed  (ASTM E84-09) <450 145
135 55

Tear resistance (ASTM D1922-06a) MD 1916 g 
CD 2564 g N/A N/A

Elongation at break (ASTM D882-02) MD 40% 
CD 45% N/A N/A

Water impact penetration resistance (AATCC 42-2000) No water passing Pass
N/A N/A

Meets ICC AC38 Must pass all standards withing ICC AC38 ICC ESR 2932 No ICC Approvals No ICC Approvals
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DÖRKEN SYSTEMS INC. GUIDE NOTE: This master specification section includes DÖRKEN SYSTEMS INC. GUIDE NOTES 

identified as “DÖRKEN SYSTEMS INC. GUIDE NOTE” for information purposes and to assist the specification writer in making 

appropriate decisions. The DÖRKEN SYSTEMS INC. GUIDE NOTE always immediately precedes the text to which it is referring. The 

section serves as a guideline only and should be edited with deletions and additions to meet specific project requirements. 

DÖRKEN SYSTEMS INC. GUIDE NOTE: This specification section follows the recommendations of the Construction Specifications 

Institute, Project Resource Manual including MasterFormat™, SectionFormat™, and PageFormat™. Optional text is indicated by square 

brackets []; delete the optional text including the brackets in the final copy of the specification. Delete the DÖRKEN SYSTEMS INC. 

GUIDE NOTES in the final copy of the specification. Trade/brand names with appropriate product model numbers, styles and types are 

used in DÖRKEN SYSTEMS INC. GUIDE NOTES and in the specification text Article or Paragraph titled “Acceptable Material”. 

1 GENERAL 

1.01 SUMMARY OF WORK 

 

A. This Section specifies water-resistive barriers and accessories. 

 

1.02 RELATED REQUIREMENTS 

DÖRKEN SYSTEMS INC. GUIDE NOTE: Include in this Paragraph only those sections and documents that directly affect the work of 

this section. If a reader of this section could reasonably expect to find a product or component specified in this section, but it is actually 

specified elsewhere, then the related section number(s) should be listed in the Paragraph below. Do not include Division 00 Documents or 

Division 01 Sections since it is assumed that all technical sections are related to all project Division 00 Documents and Division 01 

Sections to some degree. Refer to other documents with caution since referencing them may cause them to be considered a legal part of the 

Contract. Edit the following paragraphs to suit specific project conditions. 

A. Section [______]. 

 

DÖRKEN SYSTEMS INC. GUIDE NOTE: In the following Article, include only those reference standards which appear in the finished 

version of the project specification. 

1.03 REFERENCE STANDARDS 

 

A. Air Barrier Association of America (ABAA) 

1. ABAA [2011], Installer’s Certification Program. 

DÖRKEN SYSTEMS INC. GUIDE NOTE: When this section was developed, ABAA had not yet published their installation procedures 

for water-resistive barriers. Check with ABAA for actual installation guideline publication date and title before including the following 

paragraph in the project specification. 

2. ABAA [2012], Water-resistive Barrier Installation Guideline. 

 

B. American Association of Textile Chemists and Colorists (AATCC) 

1. AATCC 42 [2007], Water Resistance: Impact Penetration Test. 

 

C. ASTM International (ASTM). 

1. ASTM D882-[2010], Standard Test Method for Tensile Properties of Thin Plastic Sheeting. 

2. ASTM E84-[2010b], Standard Test Method for Surface Burning Characteristics of Building 

Materials. 

3. ASTM E96/96M-[2010], Standard Test Methods for Water Vapor Transmission of Materials. 

4. ASTM E2178-[2003], Standard Test Method for Air Permeance of Building Materials. 

 

D. US Green Building Council (USGBC). 

1. LEED® NC Version 2.2-[2009], LEED (Leadership in Energy and Environmental Design): Green 

Building Rating System Reference Package For New Construction and Major Renovations. 

 

1.04 ADMINISTRATIVE REQUIREMENTS 
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A. Co-ordination: Co-ordinate work of this Section with work of other trades for proper time and sequence to 

avoid construction delays. 

 

B. Pre-installation Meeting: Convene pre-installation meeting after Award of Contract and one week prior to 

commencing work of this Section to verify project requirements, substrate conditions and coordination with other 

building sub-trades, and to review manufacturer’s written installation instructions. 

1. Comply with Section 01 31 19 - Project Meetings and co-ordinate with other similar 

pre-installation meetings. 

2. Notify attendees 2 weeks prior to meeting and ensure meeting attendees include as minimum: 

a. Owner; 

b. Consultant; 

c. Water-resistive barrier installer; 

d. Manufacturer’s Technical Representative. 

3. Ensure meeting agenda includes review of methods and procedures related to water-resistive 

barrier installation including co-ordination with related work. 

4. Record meeting proceedings including corrective measures and other actions required to ensure 

successful completion of work and distribute to each attendee within 1 week of meeting. 

DÖRKEN SYSTEMS INC. GUIDE NOTE: Article below includes submittal of relevant data to be furnished by Contractor. 

1.05 ACTION AND INFORMATIONAL SUBMITTALS 

 

A. Make submittals in accordance with Contract Conditions and Section 01 33 00 - Submittal Procedures. 

 

B. Product Data: Submit product data including manufacturer’s literature for water-resistive barrier membrane 

and accessories, indicating compliance with specified requirements and material characteristics. 

1. Submit list on water-resistive barrier manufacturer’s letterhead of materials, components and 

accessories to be incorporated into Work. 

2. MSDS report. 

3. Include product names, types and series numbers. 

4. Include contact information for manufacturer and their representative for this Project. 

 

C. Samples: 

.1 Submit duplicate 12 x 12 inches sample of membrane. 

.2 Submit duplicate 12 inches long samples of seam tape and each type of flashing materials. 

 

D. Test Reports: 

.1  Submit test reports showing compliance with specified performance characteristics and physical 

properties including air permeance, water vapour permeance and structural performance. 

 

E. Field Reports: Submit manufacturer’s field reports within 3 days of each manufacturer representative’s site 

visit and inspection. 

 

F. Sustainable Design (LEED). 

.1 LEED Submittals: In accordance with Section [01 35 21 – LEED Requirements] 

 

G. Installer Qualifications: 

.1 Submit [verification of manufacturer’s approval of installer] [letter verifying installer’s experience 

with work similar to work of this Section] [verification of ABAA certification].  

 

1.06 CLOSEOUT SUBMITTALS 

 

A. Operation and Maintenance Data: Supply maintenance data for water-resistive barrier materials for 

incorporation into manual specified in Section 01 78 00 - Closeout Submittals. 

DÖRKEN SYSTEMS INC. GUIDE NOTE: If LEED is not a part of the project delete the following Paragraph in its entirety. 

B. Sustainable Design Closeout Documentation (LEED). 
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1. Provide calculations on end-of-project recycling rates, salvage rates, and landfill rates for work of 

this Section demonstrating percentage of construction wastes which were recycled. 

2. Submit verification from recycling facility showing receipt of materials. 

 

C. Record Documentation: In accordance with Section 01 78 00 - Closeout Submittals. 

1. List materials used in water-resistive barrier work. 

2. Warranty: Submit warranty documents specified. 

 

1.07 QUALITY ASSURANCE 

 

A. Installer Quality Assurance: [manufacturer’s approval of installer] [[2] years’ experience with work similar 

to work of this Section] [ABAA certification] 

 

B. Sustainability Standards Certification (LEED). 

1. LEED NC Version 2.2 submittals: In accordance with Section 01 35 21 - LEED Requirements. 

 

C. Mock-up: Construct full size 10 ft x 10 ft mock-up of wall showing water-resistive barrier using proposed 

procedures, materials and quality of work where directed by Consultant [and in accordance with Section 

01 43 00 - Quality Assurance]. 

1. Include examples of window frame, door frame, interior corner, exterior corner and common 

protrusions or penetrations of barrier membrane. 

2. Purpose: To judge quality of work and material installation. 

3. Allow Consultant [24] hours minimum prior to inspection of mock-up. 

4. Do not proceed with work prior to receipt of written acceptance of mock-up by Consultant. 

5. When accepted, mock-up will demonstrate minimum standard of quality required for work of this 

Section. 

6. Approved mock-up will [not] remain part of finished work. 

DÖRKEN SYSTEMS INC. GUIDE NOTE: The following Article although not part of Quality Assurance, can be used to enhance the 

quality of materials by ensuring that they are delivered and handled properly at the work site. 

1.08 DELIVERY STORAGE AND HANDLING 

 

A. Delivery and Acceptance Requirements:  

1. Deliver material in accordance with Section 01 61 00 - Common Product Requirements. 

2. Deliver materials and components in manufacture’s original packaging with identification labels 

intact and in sizes to suit project. 

 

B. Storage and Handling Requirements: Store materials off ground and protected from exposure to harmful 

weather conditions and at temperature conditions recommended by manufacturer. 

1. Ensure materials are protected from sunlight and UV radiation.  

 

C. Packaging Waste Management:  

DÖRKEN SYSTEMS INC. GUIDE NOTE: For smaller projects that do not have a separate Section for waste management and disposal, 

delete the following paragraph. 

1. Separate and recycle waste packaging materials in accordance with Section 

01 74 19 - Construction Waste Management and Disposal. 

2. Remove waste packaging materials from site and dispose of packaging materials at appropriate 

recycling facilities.  

DÖRKEN SYSTEMS INC. GUIDE NOTE: For smaller projects that do not have a Waste Management Plan, delete the option referring to 

a Waste Management Plan. 

3. Collect and separate for disposal paper and plastic material in appropriate on-site storage 

containers for recycling [in accordance with Waste Management Plan]. 

 

1.09 WARRANTY 
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A. Project Warranty: Refer to Contract Conditions for project warranty provisions. 

 

B. Manufacturer’s warranty: Submit, for Owner’s acceptance, manufacturer’s standard warranty document 

executed by authorized company official. Manufacturer’s warranty is in addition to and not intended to limit other 

rights Owner may have under Contract Conditions. 

1. [10] years limited material warranty. 

DÖRKEN SYSTEMS INC. GUIDE NOTE: Coordinate article below with manufacturer’s warranty requirements. 

C. Warranty period: [1] years commencing on Date of Substantial Performance of Work. 

2 PRODUCTS 

2.01 MANUFACTURER 

 

A. Manufacturer: Dörken Systems Inc., 4655 Delta Way, Beamsville, Ontario, L0R 1B4, Canada, Phone: 1-

905-563-3255, Toll Free: 1-888-4DELTA4 (1-888-433-5824), e-mail: info@dorken.com, URL: 

http://www.dorken.com. 

 

2.02 DESCRIPTION 

 

A. Vapor permeable water-resistive barrier with highly tear-resistant thermo-bonded non-woven polyester 

substrate, and waterproof acrylic highly UV resistant coating. 

DÖRKEN SYSTEMS INC. GUIDE NOTE: Retain the following paragraph only if the product specified is DELTA®-FASSADE S PLUS. 

1. Include factory applied self-adhesive strip at longitudinal edges of barrier membrane. 

 

2.03 DESIGN CRITERIA 

 

A. Water Vapor Permeance: To ASTM E96 (Procedure A), 204 perms minimum. 

 

B. Water Impact Penetration Resistance: To AATCC 42, no water passing. 

 

C. Air Permeance: To ASTM E2178, 0.9 L/(s x m2) @ 75 Pa. 

 

D. Tear Resistance: To ASTM D 1922, [1916] [2564] g minimum. 

  

E. Dry Tensile Strength: To ASTM D882, MD 47.4 lb/in2, CD 28.7 lb/in2 minimum.  

 

F. Elongation at Break: To ASTM D882, MD 40 %, CD 45 % minimum. 

 

G. Fire Rating Characteristics to ASTM E84: 

1. Rating: NFPA Class A, IBC Class A minimum. 

2. Flame Spread: 10 maximum. 

3. Smoke Developed: 145 maximum. 

 

2.04 MATERIALS 

 

A. Water-resistive Barrier for Walls: Vapor permeable water-resistive barrier with tear-resistant thermo-

bonded, non-woven polyester substrate and waterproof acrylic polymeric coating stabilized against oxidation and 

UV degradation [and factory applied adhesive edge strips]. 

1. Service Life Expectancy: > 25 years. 

2. Weight: 5.5 lb/100 ft2, 270 g/m2, 44 lb/roll nominal. 

3. Roll Dimensions: 4’ 11” x 164’. 

4. Color: Black 

mailto:info@dorken.com
http://www.dorken.com/
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DÖRKEN SYSTEMS INC. GUIDE NOTE: Specify DELTA®-FASSADE S if you are going to include tape to seal the joints. Specify 

DELTA®-FASSADE S PLUS if you want to use a water-resistive barrier membrane which has factory applied adhesive strips applied to 

the long edges of the membrane for sealing overlapping joints. 

B. Acceptable Material: Dörken Systems Inc., [DELTA®-FASSADE S] [DELTA®-FASSADE S PLUS]. 

 

2.05 ACCESSORIES  

 

A. Seam tape: In accordance with water-resistive barrier manufacturer’s written recommendations. 

1. Acceptable materials: Dörken Systems Inc., DELTA®-FASSADE TAPE (2-1/2” x 65’ 7”) 

 

B. Flashings: Self-adhering, water-resistive flashing membrane [in accordance with water-resistive barrier 

manufacturer’s written recommendations] [and] [in accordance with Section 07 65 00 – Flexible Flashing].  

1. Acceptable materials: Dörken Systems Inc., DELTA®-FASSADE FLASHING [(4” x 65’ 7”)] 

[9” x 65’ 7”)]. 

 

C. Fasteners: Water and vapour resistant fasteners in accordance with water- resistive barrier manufacturer’s 

written recommendations. 

DÖRKEN SYSTEMS INC. GUIDE NOTE: For steel frame construction, use the following paragraph. Check with manufacturer before 

using 1-1/4 inch fasteners with 2 inch metal gasketed washer and edit paragraph to suit project. 

1. [1-5/8” corrosion-resistant screw with 2” minimum diameter plastic caps] [1-1/4” fasteners with 

2” metal gasketed washers]. 

DÖRKEN SYSTEMS INC. GUIDE NOTE: For wood frame construction, use the following paragraph. 

2. #4 nails with 1” minimum diameter plastic caps. 

DÖRKEN SYSTEMS INC. GUIDE NOTE: For masonry construction, use the following paragraph. 

3. Masonry [tap-con fasteners] with 2” minimum diameter plastic caps 

 

D. Sealants and Adhesives: Elastomeric sealant and adhesive in accordance with [water-resistive barrier 

manufacturer’s written recommendations] [Section 07 92 00 – Joint Sealants]. 

1. Ensure sealants are UV resistant and compatible with adjacent materials. 

2. Acceptable materials: Dörken Systems Inc., DELTA®-THAN. 

 

E. Primers: In accordance with flashing manufacturer’s written recommendations. 

 

F. Flexible Membrane Through-wall Flashing: Self-adhering, butyl-rubber based flashing membrane. 

 1. Acceptable materials: Dörken Systems Inc., DELTA®-TW FLASHING (18” x 75’). 

 

 

2.06 PRODUCT SUBSTITUTIONS 

 

A. Ensure all accessories such as seam tape, flashing membranes, fasteners and sealants come from same 

source as water-resistive barrier membrane. 

B. Substitutions: [In accordance with Section 01 23 13 - Product Substitution Procedures] [No substitutions 

permitted]. 

3 EXECUTION 

3.01 INSTALLERS 

DÖRKEN SYSTEMS INC. GUIDE NOTE: [Manufacturer] authorized installers use only [Manufacturer] manufactured or approved 

components. Other installers may substitute other manufacturer’s materials. 

A. Use only [Dörken Systems Inc. authorized installers for] [installers with 2 years minimum experience in 

work similar to] [ABAA certified installers for] work of this Section. 
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3.02 EXAMINATION 

 

A. Verification of Conditions: Verify that conditions of substrate previously installed under other Sections or 

Contracts are acceptable for water-resistive barrier installation in accordance with manufacturer’s written 

recommendations. 

1. Visually inspect substrate in presence of Consultant. 

2. Inform Consultant of unacceptable conditions immediately upon discovery. 

3. Proceed with installation only after unacceptable conditions have been remedied and after receipt 

of written approval to proceed from Consultant. 

 

3.03 PREPARATION 

 

A. Ensure step flashings and kick-out flashings are installed before beginning installation of water-resistive 

barrier membrane. 

 

B. Ensure protrusions that may penetrate water-resistive barrier membrane are removed before beginning 

installation. 

 

3.04 INSTALLATION 

DÖRKEN SYSTEMS INC. GUIDE NOTE: Refer to the water-resistive barrier manufacturer’s current installation guide for detailed 

information regarding specific details and integration of auxiliary materials. 

 

A. Install water-resistive barrier before installation of windows and doors in accordance with manufacturer’s 

written recommendations. 

DÖRKEN SYSTEMS INC. GUIDE NOTE: When this section was developed, ABAA had not yet published their installation procedures. 

Check with ABAA for actual installation guideline publication before including the following paragraph in the project specification. 

B. Do installation in accordance with ABAA written recommendations for installation of water-resistive 

barriers.  

 

C. Unroll water-resistive barrier with printed side out, wrapping entire building, including rough openings for 

windows, doors and other protrusions or penetrations. 

1. Install water-resistive barrier plumb and level to exterior face of structural [sheathing board] 

[insulation board] [exterior gypsum board] or directly to framing members in accordance with 

manufacturer written recommendations. 

2. Ensure water-resistive barrier is installed with textured side facing substrate. 

 

D. Start installation of water-resistive barrier at building corner, leaving 6”-12”of membrane extended beyond 

corner. 

 

E. Install horizontally starting at bottom of wall. 

1. Overlap water-resistive barrier membrane as follows: 

a. Exterior Corners: [12] inches minimum. 

b. Vertical and horizontal seems: [6] inches minimum. 

c. Other seams, joints or at protrusions and penetrations: [6] inches minimum. 

 

F. Sill Plate Interface: Extend lower edge of water-resistive barrier over sill plate interface 3”– 6”. 

1. Secure to substrate with elastomeric sealant in accordance with water-resistive barrier 

manufacturer’s written recommendation. 

 

G. Attachment of Water-resistive Barrier Membrane to Substrate: 

DÖRKEN SYSTEMS INC. GUIDE NOTE: For steel frame construction, use the following paragraph. Check with manufacturer before 

using 1-1/4 inch with 2 inch metal gasketed washer and edit paragraph to suit project. 
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1. Attach water-resistive barrier to steel studs through exterior sheathing with [mechanical fasteners] 

[and] [elastomeric adhesive in accordance with manufacturer’s written recommendations].  

DÖRKEN SYSTEMS INC. GUIDE NOTE: Retain the following four paragraphs if mechanical fasteners are to be used. 

a. Secure using fasteners and [custom caps] [metal gasketed washers] spaced [18] inches 

maximum vertically on center along stud line and 24 inches maximum on center, horizontally. 

b. Ensure fasteners penetrate securely through metal studs [¾] inch minimum. 

c. Install fasteners [6] inches from sill and frame of window and door openings. 

d. Ensure fasteners are installed [9] inches minimum from window or door head. 

DÖRKEN SYSTEMS INC. GUIDE NOTE: For wood frame construction, use the following paragraph. 

2. Attach water-resistive barrier to wood stud framing through exterior sheathing with [mechanical 

fasteners] [and] [elastomeric adhesive in accordance with manufacturer’s written recommendations].  

DÖRKEN SYSTEMS INC. GUIDE NOTE: Retain the following four paragraphs if mechanical fasteners are to be used. 

a. Secure using fasteners and custom caps spaced [18] inches maximum vertically on center 

along stud line and 24 inches maximum on center, horizontally. 

b. Ensure fasteners penetrate wood studs [¾] inch minimum. 

c. Install fasteners [6] inches from sill and frame of window and door openings. 

d. Ensure fasteners are installed [9] inches minimum from window or door head. 

DÖRKEN SYSTEMS INC. GUIDE NOTE: For masonry construction, use the following paragraph. 

3. Attach water-resistive barrier to masonry or concrete substrate with [mechanical fasteners] [and] 

[elastomeric adhesive in accordance with manufacturer’s written recommendations].  

DÖRKEN SYSTEMS INC. GUIDE NOTE: Retain the following four paragraphs if mechanical fasteners are to be used. 

a. Attach membrane to masonry or concrete substrate using tap-con fasteners and custom 

caps spaced [18] inches maximum vertically on center and 24 inches maximum on center, 

horizontally. 

b. Attach membrane to masonry or concrete substrate using adhesive in accordance with 

water-resistive barrier manufacturer’s written recommendations.  

c. Install fasteners [6] inches from sill and frame of window and door openings. 

d. Ensure fasteners are installed [9] inches minimum from window or door head. 

 

3.05 FIELD QUALITY CONTROL 

 

A. Field Inspection: Coordinate field inspection in accordance with Section [01 45 00 - Quality Control]. 

 

B. Site Installation Tolerances: 

1.  

DÖRKEN SYSTEMS INC. GUIDE NOTE: Specify requirements if manufacturers are to provide field quality control with onsite 

personnel for instruction or supervision of product installation, application, erection or construction. Manufacturer field reports are 

included under PART 1, Action and Informational Submittals. 

C. Manufacturer’s Services: 

DÖRKEN SYSTEMS INC. GUIDE NOTE: Use the following Paragraphs only when manufacture’s field services are provided and are 

required to verify the quality of the installed components. Establish the number and duration of periodic site visits required by 

manufacturer and specify below. Consult manufacturer for services required. Delete if field services are not required. 

1. Coordinate manufacturer’s services with Section [01 45 00 - Quality Control]. 

a. Have manufacturer review work involved in handling, installation, protection, and 

cleaning of water-resistive barrier and components, and submit written reports in acceptable 

format to verify compliance of Work with Contract conditions. 
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2. Manufacturer’s Field Services: Provide manufacturer’s field services consisting of product use 

recommendations and periodic site visits for product installation review in accordance with manufacturer’s 

instructions. 

a. Report any inconsistencies from manufacturer’s recommendations immediately to 

Consultant. 

3. Schedule site visits to review work at stages listed: 

a. As required by consultant. 

b. Obtain reports within three days of review and submit immediately to Consultant. 

 

3.06 CLEANING 

DÖRKEN SYSTEMS INC. GUIDE NOTE: For smaller projects that do not have a separate Division 01 Section for cleaning, delete the 

reference to Section 01 74 00 – Cleaning in the following two Paragraphs. 

A. Progress Cleaning: Perform cleanup as work progresses [in accordance with Section 01 74 00 - Cleaning 

 and Waste Management]. 

1. Leave work area clean end of each day. 

 

B. Final Cleaning: Upon completion, remove surplus materials, rubbish, tools, and equipment [in accordance 

 with Section 01 74 00 – Cleaning and Waste Management]. 

 

C. Waste Management:  

1. Co-ordinate recycling of waste materials with 01 74 19 - Construction Waste Management and 

Disposal. 

2. Collect recyclable waste and dispose of or recycle field generated construction waste created 

during construction or final cleaning related to work of this Section. 

3. Remove recycling containers and bins from site and dispose of materials at appropriate facility. 

 

3.07 PROTECTION 

 

A. Protect installed products and components from damage during construction. 

 

B. Repair damage to adjacent materials caused by water-resistive barrier installation. 

 

 

END OF SECTION 07 28 00 – WATER-RESISTIVE BARRIERS 
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Meeting the performance requirements of NFPA 285 is determined by the analysis of NFPA 285 fire test data 
obtained through the testing conducted in accordance with NFPA 285 and ASTM E1354.
 
In addition to NFPA 285, small-scale tests are conducted in accordance with ASTM E1354, Standard Test Method 
for Heat and Visible Smoke Release Rates for Material and Products Using Oxygen Consumption Calorimeter 
(Cone Calorimeter Test), whereby various fire performance properties are calculated and/or measured.

The NFPA 285 test provides a method for determining the flammability characteristics of exterior non-load-
bearing wall assemblies. The test method is intended to evaluate the combustible components within the wall. 
The test simulates a multistory fire performance of an entire wall assembly.  The NFPA 285 testing apparatus is 
a two story wall assembly that includes a window opening on the first floor. Pass / Fail criteria are given and are  
based on flame propagation  and temperatures within the wall assembly. Flame propagation must not occur ei-
ther vertically or laterally beyond an acceptable distance. Temperatures are measured by use of thermocouples 
that are placed within the wall assembly.

Assemblies in the accompanying table are based on the specific construction materials installed in the 
manner described in the table. Changes or modifications to the construction and/or materials used in 
the tested assemblies may result in a different fire performance, and may not meet the performance 
requirements of NFPA 285.

The testing of water-resistive barrier (WRB) products in assemblies is not specifically required in the 2000, 
2003, 2006, and 2009 Editions of the International Building Code (IBC).  In these editions of the building code, 
an exterior wall assembly required to meet NFPA 285 would have to be constructed for testing to include all 
combustible materials and products for which compliance is being sought.  In the 2012 Edition of the IBC, 
a new section was added to the code specifically requiring the testing of WRB materials in wall assemblies.  
Section 1403.5 requires that exterior walls on buildings of Type I, II, III, and IV construction that are greater 
than 40 ft. above grade plane, and that incorporate a combustible water-resistive, barrier shall meet the 
requirements of NFPA 285.  By virtue of this code requirement, all combustible WRB materials must be tested in 
accordance with and comply with the criteria of NFPA 285, even if the wall assembly excluding the WRB would 
not be required to meet NFPA 285.

International Building Code 2012 
1403.5 Vertical and lateral flame propagation. Exterior walls on buildings of Type I, II, III or IV 
construction that are greater than 40 feet (12 192 mm) in height above grade plane and contain 
combustible water-resistive barrier shall be tested in accordance with and comply with the acceptance 
criteria of NFPA 285.

Attached is a table describing NFPA 285 Compliant Wall Assemblies, incorporating DELTA® air and 
water-resistive barriers.  The table provides a list of wall components and materials that can be used 
to achieve approved walls. 
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The following assemblies meet the performance requirements of NFPA 285 (2012) as required by the 
International Building Code®.

Wall Component Materials
Base wall system –               
 Use either 1, 2, or 3

1 – Concrete wall
2 – Concrete Masonry wall
3 – One layer of 5/8-inch thick Type X gypsum wallboard installed on the interior side of mini-
mum 3 5/8-inch deep, minimum 20-gauge steel studs spaced at a maximum of 24-inch OC with 
lateral bracing every 4 ft. vertically.  Minimum 4 lb/ft3 mineral wool insulation (e.g. Thermafiber) 
friction fit in each stud cavity and at each floorline.

Cavity Insulation –               
Use either 1 or 2

1 - None             
2 – noncombustible insulation (fiberglass or mineral wool) faced or unfaced

Exterior sheathing –            
Use either 1 or 2

1 – 1/2-inch thick, exterior type gypsum sheathing                                                 
2 – 5/8-inch thick, exterior type gypsum sheathing

Water resistive barrier
applied to exterior sheathing 
– Use either 1, 2, 3, 4, or 5 

1 – DELTA®-VENT SA                         
2 – DELTA®-VENT S/PLUS 
3 – DELTA®-FASSADE S 
4 – DELTA®-FOXX/PLUS  
5 – DELTA®-MAXX/PLUS  

Exterior Insulation – Use 
either 1 or 2

1 – Maximum 3-inch thick DOW THERMAX™ foil-faced polyisocyanurate insulation.  All exterior 
insulation board joints taped with CW VentureTape foil tape or equivalent.
2 – Any noncombustible insulation material (e.g. mineral wool insulation). If batts, can be either 
faced or unfaced.

Exterior Wall Covering – Use 
either 1, 2, 3, 4, 5, 6, 7,  8, 9,  
or 10

1 – Brick – Standard type brick veneer anchors, installed maximum 24 inches on center, verti-
cally on each stud.  Maximum 2-inch air gap between exterior insulation and brick.  Standard 
nominal 4-inch thick, clay brick, running bond pattern, Type S mortar
2 – Stucco – Minimum ¾-inch thick, exterior cement plaster and lath. A secondary water-resis-
tive barrier can be installed between the exterior insulation and the lath. The secondary water-
resistive barrier shall not be full-coverage asphalt or butyl-based self-adhered membranes.
3 – Minimum 2-inch thick natural stone (granite, limestone, marble, sandstone) or minimum 
1-½ inch thick cast artificial stone veneer. Any standard installation technique can be used.
4 – Minimum 1-½ inch thick artificial cast stone. Any standard installation technique can be 
used. 
5 – Minimum 1-¼ inch thick Terra Cotta non-open jointed.  Any standard installation technique 
can be used. 
6 – Minimum 1-½ inch thick concrete or precast concrete panels with a maximum 2-inch air gap 
between the exterior insulation and the concrete panel.  Any standard installation technique 
can be used.
7 – Metal composite material (MCM) system that has successfully been tested by the panel 
manufacturer in accordance with NFPA 285 using any attachment system with direct mechani-
cal attachment to the support system.
8 – Metal exterior wall coverings such as steel, aluminum, copper, etc. using any standard direct 
mechanical attachment to the support system.
9 – Minimum 4-inch thick concrete masonry (CMU) with maximum 2-inch air gap between the 
exterior insulation and the CMU 
10 – Fiber cement siding or fiber cement panels using any standard installation technique.

Other Approved Assemblies* Trespa® Meteon® Façades
Hunter Exterior Wall Panel System
FunderMAX® 
Parklex® Wall System 

NFPA 285 COMPLIANT WALL ASSEMBLIES 2012 IBC

*Contact our technical suport team for further details 1888-433-5824 ext. 326



HIGH PERFORMANCE AIR & MOISTURE BARRIERS

PROPERTIES
DELTA®-FASSADE FLASHING and DELTA®-FASSADE TAPE 
are designed for use with DELTA®-FASSADE S Water-
resistive Barrier with open joint claddings of up to 2” 
(50 mm) wide which expose up to 40% of the entire fa-
cade surface. DELTA®-FASSADE FLASHING and DELTA®-
FASSADE TAPE provide air and water tightnes at over-
laps, fasteners and detail areas. They provide the same 
high UV light resistance as DELTA®-FASSADE S and con-
tribute to an energy-efficient building enclosure. 

TECHNICAL DATA SHEET

DELTA®-FASSADE S 

ICC ESR-2932 DELTA® Water-resistive Barriers 

Product name DELTA®-FASSADE TAPE

Color Black

Roll size 2 1/2” x 65’-7” (60 mm x 20 m)

Packaging 10 per box

Product name DELTA®-FASSADE FLASHING 4”

Color Black 

Roll size 4” x 65’-7” (100 mm x 20 m)

Packaging 6 per box

Product name DELTA®-FASSADE FLASHING 9”

Color Black 

Roll size 9” x 65’-7” (230 mm x 20 m)

Packaging 2 per box

Cosella-Dörken Products Inc. offers a wide variety of 
accessories to complete a UV resistant WRB System.
■ DELTA®-FAS CORNER flexible plastic corner for
use in new applications creates very reliable air-		
and water-tight window and door corners

(40 pieces per box)
■ DELTA®-FLEXX BAND stretchable butyl-rubber
based adhesive on a special non-woven fabric

4” x 33’ (100 mm x 10 m) (3 per box)
■ DELTA®-THAN permanently elastic, special

rubber compound adhesive. Comes in a
cartidge 310 ml (12 catridges per box)

DELTA® products support sustainable and energy-efficient 
building practices, including efforts toward achieving LEED®
certification (LEED® for New Construction & Major Renovations, 
LEED® for Core and Shell, LEED® for Existing Buildings and LEED® 
for Homes).

For technical support, call our technical support team at 1-888-
4DELTA4 (1-888-433-5824) extension 326, or visit 
www.dorken.com.
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High Performance UV and Water-resistive Barrier

DELTA®-FASSADE S 
UV-resistant water-resistive barrier specifically  
designed for open joint cladding systems.

TE
ST

ED
 DELTA® QUALITY 

Exceptional

Resistance
UV-
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HIGH PERFORMANCE AIR & MOISTURE BARRIERS



The high performance solution for demanding  
open joint cladding systems.

UV resistant, highly permeable, water tight:

DELTA®-FASSADE S

DELTA® quality branded products made by Dörken.

■■ DELTA®-FASSADE S  
UV resistant water-resistive 
barrier

■■ Open joint cladding

■■ DELTA®-VENT SA 
air barrier

AC38 Approved
ESR-2932

Black color improves appearance of open joint cladding.



4 ■

■  �Designed for permanent UV exposure in 
open joint cladding systems.

■  �Consists of highly tear-resistant polyester 
substrate with a waterproof coating.

■  �May be installed in all back-vented clad-
ding systems featuring open joints up to 
2” (50 mm) wide and open joint areas of 
up to 40 % of the entire surface.

■  �Is highly vapor permeable (328 perms).
■  �Helps to ensure a healthy and comfortable 

interior climate.
■  �Ideal for use in metal and wood stud  

construction.
■  �Easy to install.
■  �Available as DELTA®-FASSADE S PLUS with 

integrated adhesive edge.

■  �NFPA 285 compliant.
■  �Approved under International Building 

Code and International Residential Code 
(ICC ESR-2932).

Technical Data Overview:

Color black

Material PET substrate with UV stable acrylic coating.

Vapor permeance 204 perms [grains/h/ft²/in Hg] ASTM E96-05, Proc. A
328 perms [grains/h/ft²/in Hg] ASTM E96-05, Proc. B

Water vapor transmission 1415 g/m²/24 h ASTM E96-05, Proc. A 
2274 g/m²/24 h ASTM E96-05, Proc. B

Dry tensile strength MD 47.4 lbs/in CD 28.7 lbs/in ASTM D882-02

Elongation at break MD 40 % CD 45 % ASTM D882-02

Tear resistance MD 1916 g CD 2564 g ASTM D1922-06a

Water penetration resistance 103.8 cm CAN/CGSB-4.2 #26.3-95

Water impact penetration 
resistance

 
no water passing AATCC 42-2000

Bent test Pass (no cracking) ICC AC38 

Pliability Pass (no cracking) CAN/CGSB-51.32-M77 § 5.2 

Flame spread Class A ASTM E84-09

Smoke developed Class A ASTM E84-09

Roll length 164’ (50 m) 

Roll width 4’ 11” (1.5 m)

See Technical Data Sheet for further information.
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DELTA®-FASSADE TAPE 
UV resistant seam  
tape for use with 
DELTA®-FASSADE S 
water-resistive barrier.

DELTA®- 
FASSADE FLASHING
self-adhering flashing 
with UV resistant 
coating for use with 
DELTA®-FASSADE S 
water-resistive barrier.

DELTA®-FAS CORNER
preformed to make  
corners in window and 
door openings air and 
water tight.

DELTA®-THAN
permanently elastic, 
special rubber com-
pound sealant and   
adhesive.

air barrier

 abaa
association of
america

■	 Visit us on:
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LinkedIn	 Twitter 	 YouTube	

Dörken makes your life easier – systematically.

DELTA®-Accessories for DELTA®-FASSADE S.

Dörken Systems Inc.

4655 Delta Way

Beamsville, 

ON L0R 1B4, Canada

Tel.: +1 (905) 563 3255

Fax: +1 (905) 563 5582

info@dorken.com

www.dorken.com

■	 The information printed in this brochure reflects product infor-
mation and specifications at the date of printing. The manufacturer 
reserves the right to make changes when necessary.  
All rights reserved.  
DELTA®-branded quality products manufactured by Dörken.

A Dörken Group company
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