
HIGH PERFORMANCE AIR & MOISTURE BARRIERS

1.	 Two lines of defense:
	 -Provides capillary break by preventing soil from touching the 		
	 foundation wall.
	 - Air-gap allows incidental water to freely drain by gravity
2.	 Lower installation costs since DELTA®-MS is a stand alone 		
	 system unlike complex “spray and board” systems. 
3.	 Installs on wet or damp concrete foundations.
4.	 Installs in all types of weather.
5.	 Same day backfilling while resisting damage from 			 
	 backfill, like rocks and debris. 
6.	 Compatible with standard perimeter drainage systems. 
7.	 Quick start-up time with no spray machines to break down. 

■ Bridges all cracks,
keeps water from entering

■ DELTA®-FAST‘ner for
secure installation

■ DELTA®-FLASH prevents
dirt from entering air-gap

■ DELTA®-MS foundation
protection membrane

8.	 Fast installation means lower carrying costs.
9.	 Certified Installers that are professionally trained.
10.	 Consistent, dry basements with no call backs.

Compressive Strength:
approx. 5,200 psf (250 kN/m²)
Roll length:
65’ 7” (20 m)
Roll width:
3’ 6” (1.07 m)	 7’ (2.13 m)		
5’ (1.52 m)	 8’ (2.45 m)
6’ (1.83 m)	 9’ 10” (3.00 m)
6’ 7” (2.00 m)		

10 Reasons Why DELTA®-MS
Foundation Wrap Benefits a Builder.
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